MHX® 2,1 FIRMWARE URPDATE PROCEDURE

The MIX 2.1 Firmware update is done by connecting the fixtures to your PC and following the instructions in the order they are presented below, also referred to as “Firmware
Flashing” The MIX 2.1.0 firmware must be flashed in two steps. These two steps are preconfigured in the new DFUSec named: MIX-CT-FLASHING-BANKS-V2.1.0 zip

Please note this software is not suited for the DMG DASH™

1. EXTRACT THE ZIP FILE 3. LAUNCHING AND CONFIGURING

Do not re-use any of the previous flashing software files.
Y P 8 e Launch DFUSec.exe:

_| CalibrationLibraryV210.bin /2021 14:18 Fichier BIN 166 Ko
[®] DFUSec.exe /12/2017 17:45 Application 547 Ko CalibrationLibraryV210Lbin
=] DFUUTIL.ini /2022 19:07 Paramétres de con.. 1Ko

w1 | DFUUTILini
2 iram_dfu_util_any.binhdr

£ iram_dfu_util_any.bin.hdr 2017 17:45 Fichier HDR 18 Ko

‘:,- Ict_installer_1.exe )3/2018 13:54 Application 21945 Ko

% Ictinstaller_1.exe

COOEOLPLPOOO®OOG

ﬁﬂﬁ Mix flashing procedure V100.docx 117:32 Document Micros... 186 Ko @3 Mix flashing procedure V100.docx o
£ Mix flashing procedure V100.pdf 2117:33 Adobe Acrobat D... 243 Ko | Mix flashing procedure V100.paf e Ke
: | mix_update_software_double_bank.ini 1 15:55 Paramétres de con... 1Ko | min_update_software_double_bankini K
"] outputlog 115:55 Document texte 1Ko outputlog
) - = —— 7 V210, e
_| PastelV210.bin 114:17 Fichier BIN 421 Ko PastelV210.bin
| program.log & 1K
program.log 23/11/2021 15:55 Document texte 0 Ko

e Go to File and untick Lock LINK2 function:

2. INSTALLING THE DRIVER

If you have never updated the MIX controller with your current computer, please F e

install the drivers before moving to the next step. o Losd Configuration | [
7] Lock ink2 functien IR LT B L R
ko image T 2 t b

Launch Ict_installer 1.exe toinstall the drivers.

[ DFU programmen/LPC-Link 2 Configuration Tool - *

Inags descrphon

Completing the LPC-Link 2
Configuration Tool Setup
Wizard

[ Autoprogram cumertly ssiected Lk image on board detection
Click the "Finish" button to exit the Setup Wizard. [ Enatie nevime debug messages

- untick

] View readme file

| PROG mode = ND CONN

[] Launch LPC-Link 2 Configuration Toal

DMG LUMIERE

BY ROSCO



B 1 x® 2.1 FIRMWARE PROCEDURE

4. UPDATING THE CONTROLLER

Place controller in update mode by pressing both red dimmer & on/off buttons. 6. Click Start to flash, wait until finished.
1. Connect the MIX controller to a power supply. If the controller turns ON, e O e S

turnit back OFF. o
2. Connect the MIX controller to this PC using a USB to Micro USB cable. D0 Vet mag shor gy by e Lk

] Campute insert checkeum i mage before programeng

3. Press the red dimmer button and keep it pressed:

e SO L — | S

PROG mode = HIGH SPEED USE

7. Check log message - two steps must be completed. (Step #0 and step #1 shown on

page 3.)
B DFU programmer/LPC-Link 2 Configuration Tl _ W
4. Turn on the MIX controller while keeping the dimmer button pressed: HOR/RA mode | Prgremrde | utn
Do not release the ON/OFF button! o fi 5 [dse ) [Coiew

Ngo  [Fm_du_uti_pry bnar

¥ n fle ; Sample CI 072
Fle  |CalbrationlbeanV210kn Image fie : Smgle CRC « : 37203480

— Diwricading proggrammng aigerthm s DFL AOM boct
N A |"\| Address (016000000 DFU gresrarmmng tigorthen dawnioad completn
U Wating up ta 4 for programming algonthm detection after DFL downlosd
N See  [BxBODD [levsce detected Frogrammng sigers:
q

b

Program sigorthm reports a 512 byte transfer buffer
Param | (x00000000 “Starting erase cperon” ADDR (x1a000000, SIZE 522288 by
' B £

Dervice erase cpborn
4 ) O No erase O Regonermse (@) Full device evase
I { Progeamming aigorthm fike am_dfu_utl_any bin har
Operation sfer program cycle complete Progeam emage i CalbeontbranV210n
) Doncthing O Resst Q) ke to sddrems i

Exec

[ ety image alter programemng by reading £ back

oo e e e e
g ki —_
5. Release the dimmer button but keep the on/off button pressed. eEmae TGN
gﬁ H@o N0 Here we can confirm two steps have been executed properly.
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B 1 x® 2.1 FIRMWARE PROCEDURE

UPDATE CONFIGURATION SELF-CHECK

To ensure flashing has been executed properly, check for the pre-configured Firmware V2.1.0 file names here:

E DFU programmer/LPC-Link 2 Configuration Tool
File Help

HDR/RAW modes  Program mode  Settings

Step @ = Add Step Clear step(s)

Aao iram _dfu_util_any bin hdr

File ‘ MIXV211bin )

Address |(x1a000000

Size  |(xB0000

Param | (00000000

Device erase options

() No erase (O) Region erase (®) Full device erase

Operation after program cycle complete
® Do nothing (O Resat

Exec | (x00000000

[ Verify image after programming by reading it back

[] Compute/Insert checksum in image before programming

Performs OTP fuse programmnig as last program step

PROG mode ~ NO CONN
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(O Jumpto address

8 DFU programmer/LPC-Link 2 Configuration Tool
= 9 9
File Help

HDR/RAW modes Programmode  Settings

Step O ¥ Add Step Clear stepis)

Mgo |rem_du_uti_anybinhdr
Fie Calibration Library V210 bin
Address | 016000000

Size  |0x80000

Param &GOOOG-QOC'

Device erase options

O Mo erase (O Regionerase (8 Full device erase

Operation after program cycle complete
(® Do nothing O Reset

[ Verfy image after programming by reading & back
[] Compute/Insert checksum in image before programming

PROG mode ~ NO CONN

O Jump to address



